[bookmark: _GoBack]NEEDLE DETECTION REPORT (FINISHING)
· Total qualities of each baby and children order pass the needle detector machine.
· If any sample fails, find the metal part and keep it in a separate report.
· If metal part is not found put failing garment side & make sure it is destroyed.
· Each garment should pass the needle back in to production unit after needle detection in made.
· Needle detector machine should be calibrated at last 3 times a day.

SUPPLIER: _____________________________________________________        C/P:_______________________________________________________

	DATE
	TIME
	CALIBRATED
	ORDER NO. DEP
	DEL. TO COUNTRY
	NO. OF GARMENTS CHECKE
	NO. OR GMT FAILING
	CHECKED BY

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


TOTAL = ___________________________________________

\Inspected by			Q.C In-charge  				A.Fin.Mgr							Quality Mgr 

